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FLOOR PROTECT COATING 
PROPERTIES 
- Easy application (with a roller or an airless handheld sprayer).
- Once applied it creates transparent surface.
- The surface can be walked on.
- It does not turn yellow.
- Old and oxidized surfaces get more transparent look.
- It provides protection against glass particles in case of breakage. 
- UV-stable. 
- Water and frost resistant.
- Good crack-bridging.
- Provides vapour permeability.
- Provides excellent protection against weather conditions.
- Excellent adhesion to ceramic tiles and glazed surfaces.
- It is resistant to detergents, oils, sea water and household chemicals.
- Consumption: between 0.9 and 1.1kg/m2 (for two coats).

TESTS AND CERTIFICATES
EN 1504-2: 2004 Surface protection system for concrete   CE marking

USE
• Transparent damp proofing system for balconies and patios.
• Transparent damp proofing system for ceramic surfaces.
• Transparent damp proofing system for glass surfaces.
• Transparent damp proofing system for wall made of glass blocks.
• Transparent damp proofing system for transparent types of plastic (e.g. polyacrylate, polycarbonate).
• Transparent damp proofing and protection system for natural stone and wood.
• Transparent damp proofing system for household applications.

 
HYDROBLOCKER FLOOR PROTECT COATING
is a transparent, polyurethane-based, liquid damp proofing 
membrane. It protects mineral surfaces against water-ingress, smog, 
frost and rain. The membrane remains transparent and elastic even 
when aged.                                                                          



TECHNICAL DATA
Uncured membrane
Base        polyurethane membrane
Appearance       transparent liquid paste
Curing mechanism       by air humidity 
Skin formation time                 23°C/50% rel. humid. 6-8 hours,
Partially walkable                 23°C/50% rel. humid.  24 hours
Fully cured                  23°C/50% rel. humid.  7 days

Cured membrane 
Hardness Shore D    ASTM D 2240                25
Elongation at break   ISO 527                 300-350%
Tensile strength   ISO 527                 24-26MPa
Tear resistance                  ISO 34, Method Β  54-58N/mm 
Water permeability    ISO 12572  8gr/m2 in 24 hours
Water pressure resistance   EN 1928  leakage-free (1m water column, 24h) 
Temperature resistance                    between -40 and +90˚C 

APPLICATION
Surface preparation 
Correctly prepared substrate is crucial for durability of the coating.
The surface must be solid, clean, dry, and dust and fat free. Remove all separated and badly attached pieces. Do not 
clean the surfaces with water. The humidity content in the surface should be below 5%. New concrete surfaces 
should be left to cure for at least 28 days.
The surface should be perfectly levelled. 
ATTENTION: Do not apply Hydroblocker Floor Protect Coating on surfaces that have been treated with active 
silane, siloxane, silicone or other water-repellent materials due to poor adhesion. In case you don’t know what 
materials has the surface been treated with, we recommend that you perform a preliminary adhesion test.
To ensure good adhesion please test the product’s adhesion on marble and granite as well.

Applying the primer (surface activation)
Non-absorbing glazed surfaces such as glazed ceramic tile, glass and glass blocks should be coated (activated) with 
a Hydroblocker Floor Protect Primer.
Saturate clean and dry cloth in a primer and apply an even coating on the entire surface. This will activate the 
surface and remove any residues of fat. Please ensure there are no blind spots on the surface - the entire surface 
has to be coated with a primer.
The primer is not suitable for surfaces made of transparent plastic (polycarbonate, polyacrylate etc.).
The second protective coating Hydroblocker Floor Protect Coating can be applied 1 to 2 hours after the application 
of the primer.

Transparent damp proofing membrane
Pour Hydroblocker Floor Protect Coating on a primer-coated surface and spread it evenly using a roller or a brush 
until the entire surface is coated.
After 12 hours (and no more than 18 hours), apply the second coat of Hydroblocker Floor Protect Coating. For best 
water-tightness and tear resistance a third coat can also be applied.
Individual coats of Hydroblocker Floor Protect Coating should not be thicker than 1mm (of cured membrane). Opti-
mal application and curing temperature is between 5˚C and 35˚C. Low temperatures slow the curing time and high 
temperatures speed up the curing time.
ATTENTION: When wet, Hydroblocker Floor Protect Coating is slippery. For an anti-slip finish on rainy days use an 
adequate aggregate.
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Finishing coat
If you wish a mat finish apply one coat of Hydroblocker Floor Protect Finish.

PACKAGING 
5kg can

STORAGE 
12 months in a dry and cold place at a temperature between 5 and 30°C in originally closed packaging. 
If the expiry date indicated on the label is past due, the product might still be used. Please verify the properties of 
the product.

INFORMATION ON HEALTH, SAFETY, HANDLING AND DISPOSAL
All information on safe handling, health and personal protection and disposal of the product are available in a 
safety data sheet. Safety data sheet is available upon request.

WARNING
Instructions contained in this document are based on our research and experience, however, due to specific condi-
tions and working methods we recommend that you perform preliminary tests prior to any application of our prod-
ucts.
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